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DALIA 9 Q INSTALLATION INSTRUCTIONS


WARNING - RISK OF FIRE AND ELECTRICAL SHOCK. FIXTURE MUST BE INSTALLED 


BY A QUALIFIED ELECTRICIAN ONLY. FIXTURE IS INTENDED FOR INSTALLATION IN 


ACCORDANCE WITH THE NATIONAL ELECTRICAL CODE, LOCAL AND FEDERAL 


SPECIFICATIONS. DISCONNECT POWER AT ELECTRICAL PANEL BEFORE SERVICING. 


RETAIN THESE INSTRUCTIONS FOR MAINTENANCE REFERENCE.
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INSTALLED FIXTURE







1. INSERT THE FIXTURE IN IT’S INTENDED HOLE IN THE GROUND. MAKE SURE THERE IS AT LEAST 1 INCH


OF GRAVEL AT THE BOTTOM FOR DRAINAGE. MAKE SURE THE FRAME IS FLUSH WITH GRADE.


2. REMOVE SCREWS 1 FROM COVER.


3. REMOVE THE FRONT FRAME 2.


4. REMOVE THE GASKET AND THE GLASS ITEM 3 & 4.


5. REMOVE THE ADAPTER 6 TOGETHER WITH LIGHT ASSEMBLY ENGINE, REFLECTOR,GLASS,RING.


6. ATTACH ½” LIQUID TIGHT CONDUIT (PROVIDED BY OTHERS) TO THE LIQUID TIGHT CONNECTOR HUB


(ITEM 14) PUTTING TEFLON ON THE CONNECTOR BY INSIDE AND OUTSIDE THE BOX WHERE THE


CONDUIT IS ATTACHED.


7. RUN POWER LINES THROUGH CONDUIT INTO THE FIXTURE. USING THE PROVIDED WAGO


CONNECTORS, CONNECT THE BLUE WIRE TO NEUTRAL, THE BROWN WIRE TO THE HOT POWER LINE


AND THE GREEN WIRE TO THE GROUND LINE.


8. AFTER THE ELECTRICAL CONNECTIONS ARE MADE, PROCEED TO CLOSE THE FIXTURE.


9. RE-ASSEMBLE THE LIGHT ENGINE, SUPPORT, REFLECTOR AND GASKET.


10. PLACE GASKET AND GLASS.


11. PLACE THE FRONT FRAME AND SECURE USING SCREWS (12 Nm TORQUE).
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